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Streszczenie

Przedmiotem opracowania jest zwymiarowanie płyty stropowej, płyty fundamentowej i słup (na
przecięciu osi B-I), budynku o funkcji produkcyjno-magazynowej i biura.
Projekt zawiera: 

- zestawienie obciążeń,
- model konstrukcyjny wygenerowany w programie Dlubal RFEM, 
- sprawdzenie wyników metodą trójwarstwową,
- analityczne zwymiarowanie słupa,
- rysunki rzutów i przekrojów budynku,
- rysunki wykonawcze zbrojenia poszczególnych elementów.

Konstrukcja budynku została wykonana w programie Revit, a kolejno model analityczny
został wyeksportowany do programu Dlubal RFEM, gdzie wykonano obliczenia statyczne i
analityczne. Dokonano podziału płaszczyzn na elementy skończone o długości 40cm. W miejscu
łączeń słupa z płytą stropową zastosowano dogęszczenie siatki ES do elementtów o długości
20cm. Do zwymiarowania zbrojenia płyty stropowej i fundamentowej, ze względu na stan
graniczny nośności i użytkowalności (rysy), wykorzystano moduł "RF-Concrete Surfaces".
Osobno zwymiarowane zbrojenie ze względu na ugięcie płyty stropowej - zastosowano
dodatkową opcję deflection. Słup został zwymiarowany metodą analityczną.  

Rys.1. Model projektowanego budynku wykonany w programie Revit 



Abstract

The subject of the study is design for the floor slab, foundation slab and column (crossing of axis
B-I), for the building with production, storage and office function.
The study contains: 

- structural loads evaluation,
- structural model generated in Dlubal RFEM, 
- results verification with three-layers method,
- coulmn designed with analytical method,
- drawings of horizontal and vertical sections,
- reinforcement drawings for selected structural elements.

Building construction was made in Revit, and than analytical model was exported to
Dlubal RFEM, where statical and analytical calculations has been made. Surfaces were devided
into finite elements with length of 40cm. Near the joint of column and slab the size of the finite
element in mesh was reduced to length of 20cm. Dimensioning of the floor slab, foundation slab
due to ultimate and serviceability (cracks) limit states, was made with "RF-Concrete Srufaces"
add-on module. Necessary reinforcement in floor slab due to deflection was calculated with
"RF-Concrete Deflect" add-on module. Column was dimensioned with usage of analytical method.

Pic.1. Model of the designed building made in program Revit


